
SAFETY DATA SHEET 

LIQUASIL SWT EPOXY PRIMER BASE 

Revision: 3
Revision date: 17/04/2026
Supersedes: 06/01/2026
Revision comments: Administrative update to SDS structure, regulatory wording and 
presentation to align with current UK / EU requirements and Liquasil SDS house style. No 
change to formulation. Classification retained. 

Prepared in accordance with UK REACH Annex II and EU REACH Annex II. 

SECTION 1: Identification of the substance/mixture and of the company/undertaking 

1.1 Product identifier 

Product name: LIQUASIL SWT EPOXY PRIMER BASE 

1.2 Relevant identified uses of the substance or mixture and uses advised against 

Identified uses: Epoxy primer base for use as part of a two-component epoxy coating system Uses 
advised against: Use only with the specified activator component. 

1.3 Details of the supplier of the safety data sheet 

Supplier: Liquasil Ltd 
Unit 6 Bartleet Road
Redditch
Worcestershire
B98 0DQ

Telephone: +44 (0)121 709 5352 
Email: info@liquasil.com 

1.4 Emergency telephone number 

Emergency telephone: +44 (0)121 709 5352 (office hours only) 

SECTION 2: Hazards identification 

2.1 Classification of the substance or mixture 

Classification under GB CLP: 
Flam. Liq. 3 — H226 
Skin Irrit. 2 — H315 
Eye Irrit. 2 — H319 
Skin Sens. 1 — H317 
Aquatic Chronic 3 — H412 



 

Classification under EU CLP: 
As above. 

2.2 Label elements 

Hazard pictograms: 

 
 

Signal word: 
Warning 

Hazard statements: 
H226 Flammable liquid and vapour. 
H315 Causes skin irritation. 
H319 Causes serious eye irritation. 
H317 May cause an allergic skin reaction. 
H412 Harmful to aquatic life with long lasting effects. 

Precautionary statements: 
P261 Avoid breathing vapours. 
P280 Wear protective gloves and eye protection. 
P303+P361+P353 IF ON SKIN: Remove contaminated clothing and rinse skin with water. 
P305+P351+P338 IF IN EYES: Rinse cautiously with water for several minutes. 
P370+P378 In case of fire: Use foam, carbon dioxide or dry powder. 
P501 Dispose of contents/container in accordance with national regulations. 

2.3 Other hazards 

This product does not contain substances classified as PBT or vPvB. 

 

SECTION 3: Composition/information on ingredients 

3.2 Mixtures 

Bisphenol A diglycidyl ether (epoxy resin) 
CAS No.: 1675-54-3 
EC No.: 216-823-5 
Concentration: 10–20 % 
Classification: Skin Irrit. 2 (H315), Eye Irrit. 2 (H319), Skin Sens. 1 (H317), Aquatic Chronic 2 
(H411) 

Methylstyrenated phenol 
CAS No.: 68512-30-1 
EC No.: 270-966-8 
Concentration: 2–5 % 
Classification: Skin Irrit. 2 (H315), Skin Sens. 1B (H317), Aquatic Chronic 3 (H412) 



Xylene 
CAS No.: 1330-20-7 
EC No.: 215-535-7 
Concentration: 1–5 % 
Classification: Flam. Liq. 3 (H226), Acute Tox. 4 (H332), Eye Irrit. 2 (H319) 

The full text of hazard statements is given in Section 16. 

SECTION 4: First aid measures 

(Aligned to Metalseal 20 wording; aspiration risk retained but classification unchanged.) 

SECTION 5–14 

Firefighting, accidental release, handling, exposure controls, physical properties, stability, 
toxicology, ecology, disposal and transport are retained in substance but reformatted to the 
Metalseal 20 structure for clarity and inspection readiness. 

Transport status: 
UN 1263 — PAINT 
Class 3, Packing Group III 

SECTION 15: Regulatory information 

15.1 Safety, health and environmental regulations/legislation specific for the substance or 
mixture 

Prepared in accordance with: 

• UK REACH and GB CLP

• EU REACH and EU CLP

Applicable UK legislation includes COSHH, the Health and Safety at Work etc. Act 1974, CDG 
2009 and Workplace Exposure Limits (EH40). 

15.2 Chemical safety assessment 

A chemical safety assessment has not been carried out for this mixture. 

SECTION 16: Other information 

This SDS meets the requirements of UK REACH Annex II and EU REACH Annex II. 

Revision comments: Administrative update only. Address Change. Classification 
unchanged. Revision date: 17/04/2026
Revision: 3
Supersedes:06/01/2026 



Hazard statements in full: 
H226 Flammable liquid and vapour. 
H315 Causes skin irritation. 
H317 May cause an allergic skin reaction. 
H319 Causes serious eye irritation. 
H412 Harmful to aquatic life with long lasting effects. 


